/REMAINING PORTION OF RAMP
TO RECEIVE BROOM FINISH

IN ACCORDANCE WITH ADA

STANDARDS

CONSTRUCTED OF PRECAST
PORTLAND CEMENT BLOCKS

DETECTABLE WARNING SURFACE‘\
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WARNING STRIP_SHALL EXTEND OVER FULL
WIDTH OF RAMP (5—0" MIN)

PLAN

PRECAST UNITS
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SETTING BED — COMPACTED STONE SCREENINGS
" CLASS "C” A ASE —
6” MIN. CRUSHED STONE 4" CLASS "C” PORTLAND CEMENT BASE 3500 PSI
NOTE: SECTION A—A

1. THE COLOR OF THE DETECTABLE WARNING SURFACE
SHALL BE DARK GRAY, MUNSELL BOOK NOTATION
BG—PB 3/5. THIS COLOR IS THE CITY OF ALBANY
STANDARD COLOR FOR DETECTABLE WARNING
SURFACES.

2. SEE STANDARD DETAILS FOR CURB, SIDEWALK,
AND SIDEWALK RAMP INSTALLATION.

3. INSTALLATION SHALL MEET ALL APPLICABLE ADA
CODES AND STANDARDS NO SCALE

CITY OF ALBANY DIVISION OF ENGINEERING
STANDARD DETAILS

DETAIL NAME:

ADA DETECTABLE WARNING
STRIP DETAIL

Gerald D. Jennings, Mayor
Deirdre J. Rudolph P.E., City Engineer DETAIL No. FILE NAME: DATE ISSUED REVISION DATE
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